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STRATIGHRAPHY 5: Plaster finish on existing wall
1:10 Scale

STRATIGRAFIA 5: Tonachino sui muri esistenti

Scala 1:10

STRATIGHRAPHY 2: XPS Roof Thermal coating thickness 16 cm
1:10 Scale

STRATIGRAFIA 2: Coibentazione copertura in XPS sp.16 cm

Scala 1:10
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Reinforced finishing coat with Rasatura armata con rete in fibra di
fiberglass mesh - th. 5 mm vetro, sp. 5 mm

Primer + Tonachino (plaster) -  Primer + Tonachino,
thickness 5 mm sp. 5 mm
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STRATIGHRAPHY 3: Stiferite Thermal Coating thickness 10 cm

Impermeabilizzazione elastica
Elastic waterproofing

Pannello isolante in XPS, sp. 16 cm
XPS insulation panels, th. 16 cm

Barriera al vapore - membrana bituminosa prefabbricata
biadesiva armata con un film di alluminio

Vapor barrier - prefabricated bi-adhesive reinforced
bitumen membrane (with aluminum film)

Manto di copertura in coppi

Tiles roof covering
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1:10 Scale
STRATIGRAFIA 3: Cappotto in Stiferite sp. 10 cm
Scala 1:10
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Collante per pannelli isolanti,
Glue for insulation panels sp. 5 mm

Pannello isolante in
Stiferite sp. 10 cm

Stiferite insulation
panels - th. 10 cm

Reinforced finishing coat with Rasatura armata con rete in fibra di
fiberglass mesh - th. 5 mm vetro, sp. 5 mm

Primer + Tonachino (plaster) - Primer + Tonachino,
thickness 5 mm sp. 5 mm

Tassello per fissaggio di
Plug to fix insulation panels pannelli isolanti, con spina in
(metal/nylon plug-in + metallo/nylon e corpo in
polypropylene body) propilene
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STRATIGHRAPHY 4: EPS Thermal Coating thickness 14 cm

1:10 Scale
STRATIGRAFIA 4: Cappotto in EPS sp. 14 cm
Scala 1:10
ESTERNO INTERNO
ouT IN
Collante per pannelli isolanti,
Glue for insulation panels sp. 5 mm

EPS insulation Pannello isolante in EPS
panels - th. 14 cm sp. 14 cm

Reinforced finishing coat with Rasatura armata con rete in fibra di
fiberglass mesh - th. 5 mm vetro, sp. 5 mm

Primer + Tonachino (plaster)-  Primer + Tonachino,
thickness 5 mm sp. 5 mm

Tassello per fissaggio di
Plug to fix insulation panels pannelli isolanti, con spina in
(metal/nylon plug-in + metallo/nylon e corpo in
polypropylene body) propilene
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